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ABSTRACT /0 877

The study reported in this document pertains to the
feasibility study for, and subsequent flight test of a free
air density sensor suitable for use on vehicles operating
at velocities up to 24,000 feet per second at altitudes
up to 300,000 feet. The sensor operates on the principal
that the intensity of backscattered X-radiation is related
to the density of the free air being measured. A7/
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1.0 INTRODUCTION

This report discusses the theoretical and experimental
work performed in the feasibility study for, and subsequent
flight tests of a free air density sensor, operating on the
principle that the amount of backscattered X-radiation is
related to air density. This work was sponsored by the
Instrument Research Division, Langley Research Center, National
Aeronautics and Space Administration.

The program included a literature survey and analytical
studies relating to the basic feasibility, experimental work
to obtain basic design data and verify the theoretical analyses,
development of a sensor suitable for flight on the Nike-Apache
boost system, flight test of the sensor, analyses of the flight
data, and studies relating the measurement to other flight
vehicles.

The notable results of this program were to verify on an
experimental basis the sensor concept using practical hardware.
Techniques of handling the high strength radioisotope source
were developed. Flight hardware was developed capable of pro-
viding the density measurement under the extreme environments
imposed by the launch vehicle. Electronics were designed and
packaged to provide signal conditioning of the sensor outputs.
A telemetry system was designed, and data processing methods
established to complete a data acquisition and reduction system
for the measurement of atmospheric density at high altitudes
from high velocity vehicles.

These results have laid the groundwork for an advanced
sensor utilizing an X-ray tube as the source of radiation,
reducing the safety and handling procedures necessary with
the radioisotope source, and increasing the altitude capability
of the measurement.
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2.0 SENSOR TECHNICAL DESCRIPTION

The sensor package developed in this program is illustrated
in Figure 1. The system design is illustrated in the block
diagram of Figure 2. Low energy gamma radiation, 134 Kev,
emanating from the Cerium-144 radioisotope source is scattered
by the air surrounding the vehicle into detectors 1 and 2. The
amount of radiation scattered into the detectors is proportional
to the air density. Direct transmission of the radiation from
the source to the detectors is eliminated by a lead shield.
The purpose of the dual detector arrangement is to provide
measurements at high altitudes where cosmic background constitutes
a large portion of the detected radiation. The radiation from

~one side of the source is attenuated by a small tungsten shield

oriented such that detector 2 senses only a small portion of the
air scattered radiation. Under these conditions detector 2 is
measuring primarily the cosmic background. This measured back-.
ground level is subtracted from detector 1 in the data reduction
process to provide the air scatter measurement of density. At
low altitudes the scattered signal is high and background can

be neglected.

The detectors transform the impinging radiation into
electrical pulses proportional to the energy deposited by gamma
photons. These electrical pulses are selected on a pulse height
basis by the discriminators. Signals below the base level
representing background and noise are rejected and pulses above
the inhibit level representing high energy background are rejected.
Those pulses falling within the desired window are shaped and
passed on to a series of flip-flops.

The flip-flops divide the pulse rate to a rate capable of
being telemetered to the ground station. The flip-flop outputs
are shaped by the pulse shapers to provide the proper signals for
modulating the subcarrier oscillators of the telemetry system.

These pulses are transmitted via the FM-FM telemetry system
to the ground station where they are received and recorded. The
pulse rate as a function of time is compared with the altitude
versus time profile acquired from tracking radar data to provide
the measure of density as a function of altitude. Additional
data measured and transmitted to the ground are:

-2
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1) 1longitudinal acceleration
2) power supply voltages
3) temperature of the payload base

4) temperature of the transmitter heat sink

5) temperature of the discriminators
6) temperature of the power supply

An accelerometer provides the acceleration data and thermistors
provide temperature data.

Power is supplied to the system by a 28-volt battery pack
and DC-DC converter. Auxiliary ground power can be switched
to the system through a set of ground interface relays and an
umbilical connector. Several test signals are available
through this interface for ground checkout of the system
operation. The battery is also charged through this interface.

Details of the mechanical assembly of the payload are
illustrated in Figure 1. The internal structure consists of
four aluminum beam sections on which system components are
mounted. The cylindrical section at Station 42 provides
structural support and yet allows electrical clearance for
antenna flanges. The detector assembly is attached to the for-
ward end of the internal beam structure. The internal structure
is bolted to the Apache head cap and is insulated thermally

from the head cap by 1/16 inch thick silicone glass fiber in-
sulation.

The external structure consists of an Inconel fuselage,
a fiberglass nose cone containing the lead shield, and a stain-
less steel nose piece supporting the source. This whole assembly
is threaded together and to the Apache head cap. A bearing
support between the inner and outer structure is made by a close
concentric fit at Station 37.

Alignment in roll between the various payload members is
made at assembly of each individual payload. The threaded
sections must be seated and the source, detector, umbilical,
and fuselage aligned. To perform this, the umbilical mounting
hole and source orientation fixture are located at assembly.

- 5=



3.0 SENSOR DESIGN AND OPERATION

This section provides the theoretical basis and the
structural and environmental requirements used in the design
of the air density sensor flight package. The theory presented
is based on data acquired by testing an experimental package
in a large altitude sphere. The structural and environmental
design requirements were provided by the Flight Vehicle and
Systems Division at LRC, NASA. These requirements are presented
in Appendix I.

3.1 Theory. Appendix II presents the basic theory re-
lating the classical scattering equations to this application.
It _provides the scattering cross section of air as 1.2 x 10~
cm“/gm/steradian for the photon energies of interest and provides
a basis for the following simplifying assumptions.

(1) Scattering in this energy region is the result
of interaction with electrons.

(2) The probability of scattering is approximately
equal in all directions.

(3) Absorption is negligible in the scattering
region.

Figure 3 illustrates the sensor scattering geometry for
which theoretical estimates of the sensor sensitivity are derived.
This derivation is given below.

Let:

I = source strength in photons per second emitted

isotropically.
AD = detector area presented normal to the y axis, cm
r = source-detector separation, cm
. . . 2 .
K = scattering cross section for air, cm /gm/steradian
. . 3
A= air density, gm/cm
©- = angle from the -Z axis to the line from source

to scattering center



/‘—- LOE7ECToe

] \/

SEASOE SCATTEE/ING CGEOMIETEY

AlIGUEeE



angle from the +Z axis to the line from
detector to scattering center

- <
]

angle about the Z axis to the scattering le
center measured from the X-Z plane

s = linear distance from source to scattering center

t = distance from detector to scattering center

The effect of shielding and self-absorption of the source
acts to modify the source strength as a function of angle.
This function is closely related to the surface area of the
source presented at any angle. This gives a source strength
as:

. 1 + sinf
IO sin &_2— (1)

The detector sensitivity also is closely related to the sur-
face area of the crystal presented to the scattering center.
This gives a detector pattern as:

A sin ¥ 1 +2sin2 (2)

D
for detector #1 and:
AD sin ¥ 1l - sin (3)
for detector #2.

For the purpose of this analysis the scattering center
can be considered a point source whose strength is the product
of the flux passing through the scattering center and the
scattering cross section of the scattering media.

The flux passing through the differential scattering center
is:
2 1 +sind

IO sin & ———Ef——-— d&d¢ (4)



The equivalent source is thus this flux times the scattering
cross section, density, and differential length or:

(1 + sinf) t dy dedd

Ig = I,Kpsin ‘o 2  sin (O+F) (3)
The sensitivity of detector #l to this equivalent source is:
1 - IgA) siny 1 + sing (6)

1 Ly e2 2

combining and relating t to r gives:

I, = LKAy sine sin?¥ (1 +sin¢)2 de d* d¢(7)
1 léyr

The total detected count rate in detector #1 is then
this expression integrated over the entire scattering volume.

I, = IOKPADJ,H sinssin? (1 + si‘n¢$)2 dod¥ d¢(8)
1 1697 r

Integrating  from 0 to 2 7 yields:

I, = 3 T ApKo ﬂ sin & sin¥ ded Y (9)
1
16 r
Integrating W from 0 tof - & yields:
ID = BIAD(OJ (L + cosg’) sinp d & (10)
1 16 r

Integrating & from 0 to7 yields:

. = 3 IoApKe (11)
Dy 8 r

The expression for detector #2 is arrived at in the same manner
giving: -

K
I, = Tofp (Oﬂj sin@ sinW(1 + sind ) (1 - sinp) dedyd ¢
D3 L6 r (12)
Again integration gives:
A
I = Io8pKP (13)
2 8 r



Equations (11) and (13) provide the basis for the design of
the sensor by predicting the count rates as a function of
density for the particular geometrical configuration.

3.2 Component Description. Component designs for the
Air Density Sensor are presented below along with design
analyses and functional data.

3.2.1 Source. The source configuration is illustrated
in Figure 4. The source material is Cerium-144 and its
daughter Praseodymium-144. The decay scheme for the isotope
is illustrated in Figure 5. Beta and gamma emissions and their
abundance are listed in Figure 5. The 134 Kev gamma emission
is the one of interest for the scattering experiments.
Bremsstrahlung radiation resulting from absorption of the beta
emission in the capsule walls also contributes some useful
low energy gamma radiation. The few percent of high energy
gamma radiation from the Praseodymium-144 daughter are undesir-
able since they increase the shielding required between the
source and detector. Several other sources were considered
for this application which did not have this undesirable high
energy gamma component. However, the specific activity of these
sources was low compared to that attainable with Cerium-144
so that for equivalent strengths in curies sources of large
physical size were required. For reasonable source geometries
self absorption became significant and limited the low energy
gamma outputs. These factors were traded off against the
shielding required to reduce the high energy gamma components.
It was decided that the shielding problem was less severe than
obtaining a small, high strength source with no high energy
components.

The gamma sBectrum of a 5 microcurie calibration source
with a 546 mg/cm® beryllium window was measured with a l-inch
diameter l-inch long NaI(Tl) crystal detector and is shown in
Figure 6A. The predominant gamma peaks are evident. The beta
output was absorbed in the beryllium window, air, and aluminum
detector housing, all low Z materials with very little resultant
Bremsstrahlung radiation.

The gamma spectrum of a 0.5 curie test source of the con-
figuration of Figure 4 was measured with the same detector
giving the spectrum of Figure 6B. The Cerium-144 was mixed
with a cerium oxide filler material to obtain the same self

-10-
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absorption characteristics as the flight source. This test
source was placed in the 1/4 inch thick fiberglass nose cone
in the flight position. 1In this case the low energy gammas
are absorbgd by the 800 mg/cm“ double steel capsule and the
1100 mg/cm” fiberglass nose cone. The betas are absorbed in
the cerium oxide and steel capsule giving rise to some
Bremsstrahlung radiation.

The azimuth radiation pattern of the source was measured
and is shown in Figure 7. A tungsten shield attenuates the -
radiation on one side of the source. The theoretical estimate
of this pattern given by equation (1) is shown dashed. The
measured pattern indicates more radlatlon to the sides and back
of the source than was estimated.

The elevation pattern of the source is shown in Figure 8.
The theoretical estimate of this pattern given by equation (1)
is shown dashed. The measured pattern is shown skewed forward
of the theoretical. This is for the most part a result of the
attenuation afforded by the conical skin.

The source capsule stud is pinned in the nose piece in a
way which allows free rotation of the capsule about its axis.
As the nose piece and source are screwed into the nose cone,
an orientation tab on the source capsule picks up a locating
slot in the nose cone providing positive orientation of the
azimuth radiation pattern with respect to the detectors.

The peak intensity of the source patterns is computed below.
Let:
S = source strength in curies
€1 = self-absorption
€, = absorption in capsule walls
€3 = absorption in skin

€ = abundance of 134 Kev gammas

1 = effective source strength in pulses/second

1=
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The effective source strength is,

_ 10
I,=3.7x100S € € ¢ (14)

The self-absorption is given by:

1 - R
€ = 25— (1 -7 (15)

For 134 Kev gammas in cerium oxide,

M= 2 cm”1

and the source of Figure 4,

d = .45 cm
I S -2(.45)
The capsule wall absorption €2 is given by:
-#X
€, = e (16)
-1
where for steel M= 2 cm and the thickness x = .1 cm
-2 _ |
€2 =e = ,82 (measured 62 = ,78)
The one way skin absorption €3 is given by,
- X
;= (17

-1
where for the fiberglass 4 = .27 cm and the thickness x = .63
cm;

17
54 =g = 0.84 (measured €£+= .85)

The abundance of the 134 Kev gammas is,

€ = .030
The effective source strength is thus:
IO = 3.7 x lO10 S .66 x .82 x .84 x .30 =
I, = 3.7 x 1010 S 0.136 pulses/second/4f steradians, (18)
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3.2.2 Shield. A 15-inch long truncated cone of lead
provides shielding against the direct transmission of radiation
from source to detector. The low energy gamma radiation, beta
radiation, and resulting Bremsstrahlung radiations are easily
absorbed by the lead. A possible 3% abundance of 2.18 mev
gammas presents the most severe shielding problem. The 15
inches of lead attenuates this radiation to the point where
less than two photons per second reach the scintillation
counter. This value is arrived at theoretically. No practical
means of measuring the amount of direct transmission has been
attempted thus far. The direct transmission calculation is
given below:

I A
I.= oD pe#t (19)
T ——mp
4rr
where:
IT = transmittal flux, pulses pef second
I, = source strength - for 25 curies and 3%
ahitmAdama~n
10
I, = 25x 3.7 x 10lO x .03 = 2.77 x 100 pulses/sec.
Ap = detector area which is 31 cm2
r = source-detector separation and length
of lead = 38 cm
M = absorption coefficient of lead for 2.18 mev
gamma = .51 cm”
D = dose buildup factor for 2.18 mev gammas in
lead with #4r = 19.4, D = 8
then:
10
I = 2.77 x 10 31 ge -19.4
T~ 49 (38)¢

i
I

r=1.33 pulses/second

-18-



A second function of the lead shield is to provide a
degree of shaping to the source radiation pattern and detector
sensitivity pattern such that little scattering will occur
within the vehicle shock layer.

3.2.3 Detector. The detector assembly is illustrated
in Figure 9. It consists of two half cylinders of thallium-
activated sodium iodide crystal separated by a thin tungsten
shield. Each of these crystals is optically coupled with a
clear RTV Silastic to an RCA 4441 photomultiplier tube. Each
tube is shielded both magnetically and electrostatically. The
electrostatic shield also serves to hold the tube envelope at
the photocathode potential. The tubes are operated electrically
as illustrated in Figure 10. The output pulses corresponding
to the 134 Kev gammas detected are approximately 30 millivolts
high and 0.5 microsecond wide into the 1000 ohm discriminator
load.

With a -1000 vo%t supply the phototube current gain is
approximately 6 x 10 and the equivalent anode dark current is
about 1.6 x 1074 microamperes at 25°C. This dark current or
phototube noise is plotted as count rate versus the equivalent
gamma energy scintillation input to the detector in Figure 11.
It is seen that the noise is low compared to the discriminator
threshold. The noise level increases rapidly with temperature.
With the phototube at 60°C the noise level may increase 100
times possibly causing a significant noise level. 1In this
application the insulation properties of the vehicle skin and
detector housing and short duration of the flight keep the
detector temperature rise small.

The low value dynode resistors in the divider string, 100K
-each, allow relatively large average dynode currents without
significant changes in dynode voltage. The -.0l4fd capacitors
on the last three dynodes allow large peak currents without
significant changes in dynode voltage. This allows a large
dynamic range of count rates with coincidence loss due to the
0.25M sec scintillator decay characteristics being the only
limiting factors in detector count rate linearity.

-19-"
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The sensitivity pattern of each detector in azimuth and
elevation are given in Figures 12 and 13. These measured
patterns follow closely the predicted patterns of equation
2 shown dashed. The detectors are aligned with respect to
the source such that the angle of maximum sensitivity of
detector #1 corresponds to the angle of maximum flux from
the source.

3.2.4 Discriminators. The discriminator circuitry is
illustrated in Figure 14. The phototube output passes to a
video amplifier with a voltage gain of 50 and flat response
to 2 mes. The amplified signals are passed to a base level
selector and an inhibit level selector. The base level selector
using a tunnel diode triggering circuit provides output pulses
for all input pulses greater in amplitude than the desired
base level. The inhibit level selector using a similar circuit
provides an inhibit pulse for each input pulse greater than
the desired inhibit level. Pulses from the base level selector
are delayed such that when they occur coincident with an inhibit
pulse they are blanked out completely. With no inhibit pulse
they occur as output pulses. The output pulses as a result
occur only when the input pulse is above the base level and
below the inhibit level. Adjustment of these levels is provided
by selecticn of series resigtors controlling the current pulse

to the tunnel diodes. o

The discriminator output pulses are 10 volts in height
and 0.2 microsecond ip width, The base level circuitry
operates up to 2 x 10" pulse per second rates and the inhibit
circuitry operates up to 0.2 x 10° pulse per second rates.
The discriminators are packaged on circuit boards and potted
in aluminum cases.

3.2.5 Signal Conditioning Electronics. The signal con-
ditioning electronics is comprised of a series of flip-flops
and pulse shapers. Each unit is fabricated as a welded module
as illustrated in Figures 15, 16 and 17. The pulse shapers
provide pulses of widths compatible with the telemetry band-
widths., These pulse widths are adjusted by selection of an
external resistor and capacitor. An emitter follower circuit
is included in each pulse shaper output to drive pulse signals
through long monitoring cables prior to launch. The expected
pulse rates out of the detectors and pulse shapers are plotted
in Figure 18. The pulse widths are nominally 50 microseconds,
100 microseconds, and 500 microseconds out of the three pulse
shapers. The frequency limitations of these pulse shapers are
10,000, 5,000 and 1,000 pulses per second respectively.
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Referring to Figure 18, at sea level density with the 0.5 curie
test source, all channels operate without saturation. At sea
level density with the 25 curie flight source, only the divide
by 512 channel of detector #1 is operating. The two divide by
four channels are saturated. At a low altitude, the second
detector becomes operative through the divide by four channel
and soon after, all channels are operating. This allows complete
calibration with the test source, complete coverage from sea
level with one detector, and earliest operation of both detec-
tors. The divide by four channels provide accurate reproduction
of low count rates expected at high altitudes without long
intervals between pulses contributing to velocity error.

3.2.6 Auxiliary Sensors. The auxiliary sensors included
in this payload are an accelerometer and four temperature sensors.
The accelerometer is a GCC Model 24155 with a range of -20 to
+80 g and a potentiometer output. The temperature sensors are
thermistors. The resistive networks and supply voltage regulators
for the thermistors and accelerometer are illustrated in Figure
19. An additional test voltage is supplied by this network
which indicates the condition of the battery pack and power
supply. As the battery pack weakens, this voltage will drop
and if the DC-DC converter fails, a step drop in voltage will
occur.,

3.2.7 Telemetry. FM-FM telemetry is used in this payload
to transmit data to the ground station. The transmitter is a
United Electrodynamics Model TR-16A with a 2-watt output minimum
and carrier frequency of 244.3 megacycles per second.

Ten Bendix Model TOE-305 Voltage Controlled Oscillators
and Model TAA-305 Composite Signal Amplifier are used to
modulate the transmitter. Standard IRIG subcarrier channels
are used. Channels 7 through 13 carry low bandwidth or DC
information. Channels 14, C, and E carry pulse data. Table I
gives the telemetering requirements.

The antenna is the cylindrical portion of the payload

section., Figure 1 illustrates the split Inconel fuselage and
alumina insulation.
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An RF shielding cover and gasket are placed over the en-
tire telemetry section to minimize noise in the sensor. All
electrical conmections through this cover are made through
Allen Bradley SMFB-A2 low pass filters to minimize RF noise
on lines.

3.2.8 Power. Primary power for the payload package is
derived from a battery pack of 24 Gould National Nickel Cad-
mium rechargeable batteries, Model 2.3SC. The total payload
requires 1.8 amperes of 28 volts DC current. Figure 20 shows
battery life at this rate to be 40 minutes at 25°C. The
recharge rate is 230 milliamperes for 14 hours with a 36-volt
limit on the charging voltage. '

Power is converted to several voltage levels by the DC-DC
converter, Figure 21. Minus 1.5 volts, -1,000 volts, +12
volts, and +28 volts are required by the electronics. The unit
is packaged as a welded module. External resistors are employed
in the regulation loop for adjustment of the -1,000 volts during
system calibration.

3.2.9 Ground Interface. During calibration and checkout
prior to launch external power is supplied and sensor outputs
are monitored via an umbilical connector, cabling; “and test
set. The schematic and assembly drawing of this test set are
shown in Figures 22 and 23. Interlock circuitry is provided
which prevents any voltages from being present on either connector
until the two are properly mated. A set of six two-pole double
throw crystal can size latching relays (Clare LF1108) perform
this deactivation of the umbilical in the payload as well as
switch battery power to the sensor electronics and telemetry
equipment. Two relays are used in parallel to switch the power
in order to improve the reliability of this critical function.

The functions of the test set are listed below:®

1) Provide ground power to the sensor and display
current.

2) Provide ground power to the telemetry packages
and display current.

3) Provide battery charging function and display
charging current.

4) Switch from ground power to battery power and
vice versa.
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5) Measure and display elapsed time accumulated on
battery power.

6) . Actuate interlock.

7) Provide lights to indicate above operation being
performed.

8) Present pulse signals from chanmel 1 divided by
4 and 512.

9) Present pulse signals from channel 2 divided by
4,

10) Measure test voltage and accelerometer output.

Power required by the test set is 115 volts 60 cycles,
and 28-36 volts,3 amperes of DC. Variable DC is required for
battery charging and to adjust for voltage drop through long
cables.

3.3 Structural Design. The internal structure and skin
structure each are designed to the stress requirements establish-
ed in Appendix I. The internal structure beam is a weldment
of 6061 aluminum heat-treated to a T6 condition. Bakelite strips
were added to the flanges on the beam between stations 29 and
37 to provide damping to a vibration resonance. Bakelite
stiffeners were also added between stations 40 and 44 to help
damp a longitudinal structural resonance.

A fiberglass insulator is placed at the mounting point to
the Apache head cap and a heavy aluminum base plate is used as
heat sink. This reduces the temperature rise of the internal
structure due to heat transfer from the Apache booster. The
nose cone is fabricated of LD-91 Phenolic fiberglass covered
with a teflon blanket. This provides ablative cooling of the
nose cone and extremely good insulation. The Inconel fuselage
has an insulation blanket attached to its inner surface. As
a result the internal structure and instrument packages are
affected little by the extreme temperature environments during
ascent and re-entry of the payload package.
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An aluminum heat sink is also added to the structure
under the transmitter to minimize self-heating during warm-up
and checkout of the payload package prior to launch. The
thermal characteristics of the payload were simulated on an
analog computer to determine the expected sensor temperatures.
The resultant temperature curves are shown in Figure 24. The
actual temperature rise from flight data is shown dashed.

3.4 Electrical Assembly. The wiring diagram of the
payload package is presented in Figure 25. As far as possible,
shielded wiring and single point grounding are employed to
minimize the possibility of noise interference. The majority
of shields are picked up at the forward header and carried
to the ground bus. All leads passing through the shielding
cover to the telemetry deck have their shields grounded to
the cover.

3.5 Calibration Procedure. The unit is calibrated
prior to flight test following generally the outline below.

3.5.1 DC-DC Converter. Regulation resistors are selected
to provide -1,000 volts high voltage output. The sum of the

two re31stances should be approximately 3.4 k ohms. Typical
values are 3.3 k ohms and 360 ohms.

3.5.2 Pulse Shapers. Capacitor and resistor values are
selected to provide the proper pulse widths out of the pulse
shapers. Typical values are given below.

7.5 k ohms 01 ufd 50 _us pulse
7.5 k ohms 015 ,fd 100 s pulse
7.5 k ohms .06 fd 500 s pulse

3.5.3 Discriminators. Trimming resistors are selected
to provide the desired base level and window width of the
discriminators. These values are selected by monitoring the
count rates out of the system in response to a carefully
located calibration source. With the Cerium-144 calibration
source (10 «¢curies, 1 January 1963) placed in the calibration
position on the top face of each detector, the levels should
be adjusted to provide the count rates equivalent to a 90 Kev
base level and 150 Kev inhibit level. With the inhibit signal
disabled the base level is adjusted to give the upper count
rate, then the inhibit level is adjusted to reduce the count
rate to the final level.
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3.5.4 Telemetry. The transmitter and subcarrier oscil-
lator assembly are checked out through a telemetry test box.
The subcarrier frequencies are adjusted individually with a
0, + 2.5, and +5 volt input in accordance with Table I. The
output amplitudes of the subcarrier oscillators are adjusted
to modulate the transmitter carrier frequency in accordance

with a 6 db pre-emphasis taper.
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4.0 PERFORMANCE

This section describes the performance characteristics
of the Air Density Sensor ADS-102 flight test unit No. 1.
Calibration data, environmental test data, flight test data,

and a system accuracy analysis are presented.

4.1 Calibration. The calibrations performed on the
flight unit were done in the following sequence with inter-
mediate modifications of the payload made when necessary.

1. Discriminator level setting (8/30/63)

2. 1Inverse square calibration of sensor (9/11/63)

3. Calibration of telemeter (10/14/63)

4. Calibration of temperature sensors (10/17/63)

5. Calibration of test signal (10/18/63)

/' DoanAdSriarmant ~F Aianmrdmitrmat+are Tarral oA+
Ve L\CGUJ O LALIC LI W L G ALOVL Ll LUl LAC VO L [ =) Sy
after detector revision (10/25/63)

7. Density calibration of sensor in altitude

sphere (10/26/63)

8. Final adjustment of discriminator level

setting after revision of RF shielding and

grounding (11/12/63)

After the first adjustments of the discriminator levels were
made, an inverse square calibration of the sensor detectors and
electronics was made using the 500 millicurie test source.

This calibration data is shown plotted in Figure 26.

The output

of detector #1 is shown scaled by a factor of 4 and 512 and

the output of detector #2 scaled by a factor of 4.

These curves

follow the proper inverse square relation until the output count
rate becomes limited by coincidence loss dictated by the pulse
width of the output pulse shapers. If desired, adjustment may
be applied to the flight data in regions of very high count

rate to correct for these coincidence losses using this data as

the correction.
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After the first calibration the detector design was
altered to reduce a vibration resonance thus requiring re-
adjustment of the discriminator settings. This was accom-
plished and the unit was suspended in the center of the
NASA, LRC, 60-foot diameter altitude sphere. Then the 500
millicurie test source was installed and the scattered radi-
ation monitored by detectors 1 and 2. The outputs of these
detectors were monitored through the umbilical cable.

The count rate versus density relationship of the sensor
was measured at several values of pressure and temperature as
the air was being evacuated from the chamber. This relation
is shown in Figure 27 as the output of detector 1 and 2 each
scaled by a factor of 4. The slopes of these curves gives
the scale factor of count rate to density. The intersection
of these curves with the ordinate at zero density gives the
scatter from the chamber walls plus direct transmission and
background.

It was noted during these tests in the altitude sphere
that the detector calibrations shifted when the telemeter
transmitter was turned on and off. Additional RF shielding was
introduced in the umbilical wiring and phototube high voltage
supply wiring, and the ground points for the wire shields were
moved from station 44 to station 37. These modifications
reduced the detector sensitivity to RF from the telemeter to
an acceptable value. Figure 28 shows the detector sensitivity
to this RF as a function of count rate. The data shows the
deviation from the calibration condition with the telemeter
off and the sensor on external power; to the flight condition
with the telemeter on, sensor on battery power, and umbilical
disconnected.

Final adjustment of the discriminator level settings was
performed to provide the same window that was used in the
altitude sphere calibration (90 to 150 Kev). Adjustments
were made to give the same base level and inhibit count rates
with the calibration source in the calibration position. A
correction for half life also was applied. The base level and
inhibit level were related to the energy spectrum of the calibra-
tion source subsequent to the flight test of the unit. Using
an identical crystal, photomultiplier tube, housing, and pre-
amplifier a detector was mocked up and the spectrum of the
calibration source in the calibration position analyzed. This
spectrum is shown in Figure 29. The base level and inhibit level
of the flight detectors were determined to be at 90 Kev and 155
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Kev respectively.

Calibration of the thermistor temperature sensors located
in the payload was accomplished by attaching thermocouples
near each thermistor and correlating the two measurements as
the temperature was varied. The calibration curves of these
thermistors is shown in Figure 30.

Calibration of the test voltage as a function of battery
run-down is shown in Figure 31. All of these calibrations were
performed through the telemetry link.

4.2 Environmental Testing. Extensive environmental test-
ing was performed during this program, both on the components
and on the entire assembled payload. Table II summarizes the
tests run and the levels of severity. The problems encoun-
tered in this program of testing and their solutions are sum-
marized below.

Flip-flops. Several flip-flops failed at high tempera-

. .
ccausce they were manufactured with an incorrect registor

value. The resistors were replaced with their proper values
and the flip-flop modules were retested and accepted.

2. Photomultiplier tubes. Two photomultiplier tubes
failed during vibration testing of detectors. The cause of
failure was fatigue and fracture of poorly welded conmections.
The correction of this problem was to minimize the duration of
vibration testing and inspect welds visually and reject those
tubes which appear substandard.

3. Scintillation crystal. The scintillation crystals
fractured when the detector was subjected to vibration testing.
The cause of this was inadequate ruggedness of the crystal
assembly and a severe resonance in the detector housing. The
solution to this problem was accomplished by purchasing a
more rugged crystal assembly from a different vendor and by
strengthening and increasing the damping of the detector hous-
ing by redesigning with fiberglass. The detector housing
redesign was accomplished by NASA, LRC, personnel.
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4., Transmitter. Both the flight transmitter and spare
transmitter fajiled during vibration testing. Repairs were
effected by the vendor and the transmitters passed all tests.
Evaluation of the transmitters was done at NASA, LRC.

5. Structure. A prototype payload internal structure
was tested under vibration and found to have a severe resonance
having a very high amplification at the detector. Bakelite
blocks were installed to strengthen and damp some flanges.
Also the forward end of the internal structure was supported
by the external structure through a preloaded pad of damping
material. This structural testing and modification was done
at NASA, LRC. These changes along with a reduction in the
required vibration test levels to more realistic values allowed
the completed payload to survive flight readiness tests.

The final payload flight readiness test data is contained
in Appendix III.

4.3 Flight test. Upon completion of flight readiness
testing the payload was transferred to Wallops Island, Virginia,
for spin balancing, launcher checkout, and flight tests. The
payload was assembled to the Apache booster and spun in roll
at the dynamic balance facility. The required balance weights
were determined and installed in the payload.

The payload and umbilical cable were checked out in the
launch area and data examined as received by the Wallops
telemetry station. Proper operation of the payload and inter-
faces was verified. The payload was illuninated by the FSP-16,
SPANDAR, and MIT tracking radars in turn to determine payload
susceptibility to the high radiation field. The SPANDAR radar
caused RF noise trouble and was subsequently held off of the
payload during the first 50K feet of flight.

Figure 32 is a photograph of the vehicle on the launcher.
Figures 33, and 34 show the payload in its flight configuration
prior to assembly with the Apache and skin sections. Figure
35 shows a dummy source and nose piece.

Flight test of the Air Density Sensor payload was accomplish-
ed on December 17, 1963, from Wallops Island, Virginia. The
Nike-Apache boost system carried the payload to an altitude of
422,000 feet and subsequent impact at a range of 431,000 feet.
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FIGURE 32

NIKE-APACHE ON LAUNCHER
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FIGURE 33

AIR DENSITY SENSOR FLIGHT
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FIGURE 34
AIR DENSITY SENSOR FLIGHT UNIT
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FIGURE 35

DUMMY SOURCE
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The impact coordinates are 37°22'N latitude and 74°5'W
longitude. At this point the water depth was 5,500 feet
insuring no accidental recovery of the radioisotope source.
Telemeter data was received from launch until impact, a total
flight duration of 345 seconds. From the telemeter signal
strength records it was determined that the Apache attained the
proper spin rate without instability and maintained an adequate
spin rate throughout the flight (approximately 5 rps).

The telemetered temperature data is shown plotted in
Figure 36. The temperature measurements showed proper warm-up
and stabilization of the sensor electronics and little tempera-
ture rise throughout the flight. The largest heat input was
through the Apache head cap resulting in a 19°F temperature
rise at this point. The detector and discriminator temperature
rise throughout the flight was only 49F. Acceleration measure-
ments indicated a proper boost profile. The test signal in-
dicated proper battery voltage throughout the flight, showing
adequate power with mo intermittent fluctuations.

The density sensor data is tabulated in Appendix IV.
Listed in Section A are the number of pulses received in each
one-second averaging interval throughout the flight from tele-
meter channels E, C, and 14. The elapsed time is given to the
end of each averaging period. The altitude as measured by
tracking radar is tabulated for each time. Also given is the
altitude at the mid-point of each averaging interval. This
data, count rate versus altitude, is shown plotted in Figure 37.
The channel 14 ascent data shows a region where the output of
detector #1 contained a large noise component or maintained a
large sensitivity shift. This malfunction occurred for the first
60 seconds of flight to an altitude of about 200 K feet, where-
upon the malfunction disappeared and proper data was obtained
throughout the remainder of the flight.

The other curves show good data relating to density fading
into a constant background level at the higher altitudes.
Notice that the background levels reached differ in channels
C and E or detectors 1 and 2. This is not correct indicating
possibly that the channel E inhibit circuitry was not operating
properly.
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Listed in Section B of Appendix IV is the number of
pulses in each one-second averaging interval related back to
the detectors. Subtracted from this data is the nominal back-
ground level as determined by averaging the count rate over
the long constant periods at apogee. This data is shown plotted
in Figures 38 and 39. The solid line superimposed over the
data points is the density profile from the 1962 standard
atmospheric tables adjusted by the sensor calibration data.

Listed in Section C of Appendix IV are the number of
pulses detected in 10 second averaging intervals. Again the
background has been subtracted from each data point. The time
listed with each point is the time at the end of the averaging
interval. The altitude listed at each point is the altitude

at the center of the averaging interval. This data is plotted
in Figures 40 and 41.
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4.4 System Accuracy - The accuracy of the air density
measurement is discussed in this section by comparison with
the 1962 standard atmosphere profile and meteorological
measurements taken before and after the experiment. The
meteorological data is shown in Figures 42 and 43, These
measurements cover a range of altitude from 40,000 to 180,000
feet and indicate that the atmospheric density over this
range was within * 5% of the standard. Since the meteorological
measurement accuracy is of this order the standard atmospheric
profile can be considered the best reference available for
comparison of the experimental data. Figures 38, 39, 40 and
41 show that the flight data compares favorably with the
standard atmospheric density profile throughout a significant
portion of the measurement range. '

4.4,1 Measurement Range - The measurement range attained
by the sensor was limited at the high density low altitude end
by the telemetry bandwidth associated with the data channel
for detector #2 and a region of discrepant data at low altitudes
from detector #1. As is indicated by the pulse rate versus
altitude data of Figure 38, the high density limit of the measure-
ment occurred at about 50,000 feet or a density of 3.5 x 10-%4
slugs/ft3° The low density limit or threshold of the sensor
is established by the background radiation level. Figure 37
illustrates the air scattered radiation level dropping into the
background radiation level. The measured background is sub-
tracted from total signal plus background giving a valid measure
of air scattered radiation until the statistical validity of
this difference becomes questionable. The data shown in Figure
38 becomes uncertain at abgut 200,000 feet altitude where the
density is about 4.9 x 10~ /slug/ft3. With the one second
averaging interval the number of air scattered counts expected
at this altitude is about 35 and the background 440 for a total
signal of 475 * 22 pulses. Subtracting the measured background
from this total signal gives 35 * 22 pulses. This is the
expected 1 sigma spread of data at this altitude agreeing quite
well with the actual spread shown in Figure 38. The most
probable error, .6750, at this altitude is

P.E. = .675 x 22 = 15 pulses

This is about 507% of the expected reading. At higher altitudes,
lower densities, the data of Figure 38 spreads rapidly. Al-
though information relating to density is apparent at these
lower densities its uncertainty is high. It is this point
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where the most probable error is 50% of the reading that will
be considered the '"threshold" of the measurement. For the
data of Figure 38 this threshold is about 0.15% of the full
scale measurement.

The data measured by detector #% shown in Figure 39 has a
full scale range of 2 x 10' slug/fg at 62,000 feet altitude
and a threshold of 1 x 10~ slug/ft at 184,000 feet or about
0.5% of full scale. The air scatter sensitivity of this detector
is half that of detector #l while the background level measured
was higher. These factors contributed to an increased threshold
in this measurement. Again the threshold is the point where the
most probable error is about 507 of the reading. With the one
second averaging interval the number of air scattered counts
expected at 184,000 feet is 40 and the background 570 for a
total of 610 * 25 pulses. Subtracting the expected background
gives 40 * 25 pulses. The probable error is thus

.675 x 25 x 100
= 42
40 4

By increasing the averaging interval from 1 to 10 seconds
the uncertainty due to randommess of the photon emission is
reduced. This is illustrated in Figures 40 and 41, where the
10 second averages of count rate are plotted every second.

%

P.E. =

The measurement range is increased to lower densities and
higher altitudes. The data from_detector #1 shown in Figure 40
has a threshold of about 1 x 10~/ slug/ft3 and detector #2 in
Figure 41 a threshold of about 2 x 107 slug/ft3 at about 240,000
feet and 225,000 feet altitudes respectively. At these altitudes
the most probable error for the 10 second averaging interval is
again approximately 50% of reading and 0.2% of full scale.

These altitude limits are somewhat lower than was anticipated
due to a large cosmic background level. The anticipated back-
ground level for a 2 inch diameter, 2 inch long Nal (Tl) detector
is shown in Figure 44. 1In the 90 to 150 Kev window this is 30
pulses per second. For the 4 inch diameter flight detector this
would be approximately 60 pulses per second. The actual level
detected was 440 pulses per second, about 7.5 times greater.

This possibly was the result of the large mass of lead located
near the detector degrading a portion of the high energy primary
radiation into secondary radiation in the energy vicinity of the
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discriminator window. Another possibility, however unlikely,
is that a portion of the measured background is direct trans-
mission of the source radiation through the 15 inches of lead
shielding.

4.,4,2 Altitude Correlation - The altitude correlation of
this data is obtained from tracking radar. The actual radar
accuracies are of the order of 0.2% and resolution of the read-
out points 500 feet. For a one second data averaging interval
the altitude change over the interval is about 5,000 feet.

At 200,000 feet altitude this corresponds to a 20% change in
density. By plotting the density data at the altitude corres-
ponding to the center of the averaging interval this change in
altitude is averaged out. The overall uncertainty is then only
due to the non-linear variation of density with altitude and
change in vertical velocity over the interval. This amounts to
a density error of 1.25%.

The 10 second data is seen to deviate more from the nominal
scale factor since the deviation from a linear change in density
is greater over 10 seconds than one.

4.4,3 Flow Fields - The effect of variations of the aero-
dynamic flow fields on the measurement appear to be small.
No gross errors are apparent in the decending data where the
Apache booster and payload turned over and tumbled for several
seconds. The telemeter signal strength plot indicated turn
over to occur at about 255,000 feet altitude and tumbling and
irregular flight occurred down to about 110,000 feet. The
effect of a shock layer in normal flight was determined _
analytically to be small. Referring to equation 10 of section
3.1 the detected air scattered radiation from a differential
conical section with the apex at the nose piece and with a half
angle & is given as

IDl = 310ADK/:> (L+cos&) sin & d&—  (20)
lé6r

This expression was integrated from 0 to7 radians giving the

total scatter from the air surrounding the vehicle. For the
purpose of determining effects of the shock layer this expression
can be integrated from 0 to¥7y the expected Mach angle giving

the portion of air scatter within the shock layer. This expression
computed with the density within the shock layer gives the

expected error. At Mach 5 the shock makes an angle of 8 degrees

with the skin and the density ratio across the shock is 5 =1.25.

-



Integrating Equation 20 from 0 to 8° gives the increment:

ALy = 3T ALK, 017
1 161

from Equation 11 the total scatter is

ID = 3IoAD§?000 2
1 16r

The fractional error is thus

S G
IDl oo
or about 1% error. At lower Mach numbers more of the scattering

volume is within the shock layer but the density rise is less
significant. The resultant error is less at lower Mach numbers.

.017 .
X > = 1.25 x 0§7 = ,0106

4.4.4 Calibration - The density calibration of the sensor
as measured in the altitude sphere is shown in Figure 28. For
detector #1 the scale factor is 5.51 x 10° pps/slug/ft>. For
detector #2 the scale factor is 2.93 x 10° pps/slug/ft~. These
scale factors are determined with the test source of 0.394 curie
strength.

The flight source on the day of the launch was 21.4 curies.
The scale factors are thus increaseg by the ratio 9f source
strengths to 2.99 x 10/ pps/slug/ft> and 1.59 x 10’ pps/slug/ft
for detectors 1 and 2 respectively. The source strengths given
above were determined from manufacturers data. The flight test
results show considerable disagreement with these scale factors
and looking back at some of the source and detector calibration
data it is evident that the test source was not up to strength.
From the inverse square calibration data of Figure 26 and
applying absorption and aboundance corrections as in section
3.2.1 the measured strength of the test source was found to be
only 42% of the expected strength.
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Using the measured value of strength for the test source
increases_the scale fagtor calibratio9 on the laungh day to
7.12 x 10’ pps/slug/ft3 and 3.79 x 10’ pps/slug/ft” for detectors
1 and 2 respectively. These are the calibration factors used
to show data correlation with the standard atmosphere profile.
Referring to Figures 38 and 39 the flight data from detector #1
appears to be 21% high and that of detector #2 falls closely
about the nominal calibrations referred to the standard atmosphere.
This agreement is better than might be expected but certainly
within the realm of probability considering the tentative nature
of the calibration procedure.

4.4,5 Accuracy Summary - The total data of detectors 1
and 2 is summed together and plotted in Figure 45 for the decent
portion of the flight. The one second data is shown at low
altitudes and the 10 second data is shown at the high altitudes.
A good measure of density is shown from 62,000 feet to 225,000
feet altitude over a density range of 2 x 10° to 2 x 10~/
slug/ft3 or three orders of magnitude. Over this range the
measured density correlated with the meteorological sounding
data and with the 1962 standard atmosphere showing a scale
factor 8% high and a maximum data spread of * 2.5% of full
scale.
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5.0 SOURCE HANDLING ASPECTS

The radioactive source used in this density measurement
experiment was 25 curies of Cerium 144, This source is of such
a level as to require care in its handling and storage. Personnel
at Giannini Controls Corporation were licensed by the U.S. Atomic
Energy Commission to possess and bear the responsibility for its
proper and safe use. Procedures for safe handling and storage
were established by Giannini Controls Corporation and approved
by the AEC. Additional precautions were exercised by the Wallops
Island range safety office to minimize the possibility of
occurrence of any dangerous incident. A brief summary of the
major procedures followed is given below.

The Cerium-144 was doubly encapsulated in welded stainless
steel capsules and leak tested by Oak Ridge National Laboratories.
This source was mounted in the nose piece and shipped to Wallops
Station in an approved shipping container for storage in a remote
bunker.

On the launch date the source in its shielding container
was trucked to the launch site. After all preliminary checks
of the payload were complete the launch area was cleared to a
distance of 100 feet. Two radioisotope technicians performed
the installation procedure. The first technician unlocked and
opened the shielded container and removed the source and nose
tip with a pair of 6 foot niptongs. The second technician
gripped the nose tip with a specially designed 8 foot long pair
of tongs and carried it a few steps to the nose of the rocket.
The Nike-Apache rocket was mounted on the launcher in a horizontal
position 6 feet above the ground. The second technician mounted
a step ladder and lowered the source and handling tool into a
V shaped locating box propped at the nose of the rocket. This
box contained a lead liner providing some additional shielding.
The source and nose piece were then inserted in the nose and
screwed tight. The handling tool was released and the two tech-
nicians left the area. Motion picture coverage provides a record
of this operation. Pocket dosimeters and film badges monitored
the dose received during the operation. The first technician
received a dose of 20 mr and the second 10 mr, well within the
desired limits of 100 mr per week.

The launcher was then elevated remotely and the count down

proceeded to launch. The rocket with source intact impacted at
the desired range previously determined to have sufficient depth
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to prevent accidental recovery and where the currents are such
as to preclude the possibility of the source washing ashore.

In case of rocket malfunction causing the payload to impact
in the launch area or in shallow water several recovery teams
were available. Skin divers equipped with special sonar equip-
ment and water resistant geiger counters were located off the
coast in recovery vessels. Several proven recovery methods
were possible. Two helicopters were available to locate and
guard the area of a possible land impact until the source could
be recovered. None of these recovery operations were needed
since the Nike-Apache boost system operated satisfactorily.
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6.0 GROWTH POTENTIAL

The experiment described in this report was the first of
a series of experiments aimed at developing a technique for
measuring free air density at high altitudes from high perform-
ance vehicles using an X-ray backscatter technique. This first
experiment utilized a radioisotope as the source of radiation.
Later tests are plammed using an X-ray tube as the source of
radiation.

6.1 Further Radioisotope Flights - Additional rocket
flights using the radioisdtope are presently being planned to
further verify the technique and determine what the practical
altitude limit would be. An improved source configuration is
being considered using a material of higher specific activity.
This new configuration is intended to reduce the self absorption
within the source and increase the ratio of sensitivities of the
two detectors. The strength of the source will also be increased
from 25 to about 40 curies. These changes all will enable
accurate density data to be obtained at higher altitudes.
Additional minor modifications to the sgensor design are expected

to improve overall performance.

6.2 Flights Using X-Ray Tube as Source - An Air Density
Sensor using an X-ray tube as a source of radiation has many
advantages over such a sensor using a radioisotope source.
Several of these advantages are listed below:

(1) The X-ray tube does not constitute a hazard to personnel
when not in operation.

(2) Higher flux outputs can be obtained from an X-ray
tube as compared with a practical radioisotope source. This
has been verified with X-ray equipment at Giannini Controls
Corporation. A 90 Kev commercial X-ray source operating at 5 ma
peak anode current emits radiation equivalent for scattering
purposes to 1000 curies of Cerium-144 (a prohibitive amount).
Air density information was obtained to 200,000 feet (the limit
of the altitude chamber used). By using a constant 90 KV rather
than an alternating voltage, at least 10 times the radiation can
be produced. By pulsing the X-ray tube, much greater emission
can be obtained for short durationms.

(3) An X-ray tube can be interrupted to monitor background
periodically,
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(4) Since the maximum energy emitted by the X-ray source
is limited by the voltage on the X-ray tube, no high energy
radiation is present as is the case for most radioisotopes.
Therefore, lead shielding between source and detector can be
limited to approximately one-eighth of an inch thickness rather
than several inches greatly cutting down on system weight.

Ruggedized X-ray tubes and small rugged high voltage power
supplies are presently being developed for flight environments.
Further work is planned to tailor these developments into an
air density sensor package for flight test in sounding rockets
and high performance vehicles.
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7.0 APPLICABLE DOCUMENTS

Proposal No. GSDP-255 19 February 1962
High Altitude X-Ray Air Density Measurement System
Giannini Controls Corporation. _

Progress Reports #1-17 Contract Number NAS1-2306
Giannini Controls Corporation.

ER-80078 1 February 1963

Demonstration of the Gamma Scattering Air Density Sensor
Concept in the Sixty Foot Diameter Altltude Sphere
Giannini Controls Corporation.

ER-80118 19 November 1963
Air Density Sensor ADS-102 Design and Operatlon
Giannini Controls Corporation.

Flight Plan, Model F20-3517, October 15, 1964
X-Ray Backscatter Air Density Sensor
NASA, Langley Research Center

™ .
Test Directive for Wallops Mo

del L2-
(Langley Model NIKE-APACHE F20-3751)
NASA, Wallops Station

1447

ASD-TDR-62-880 30 November 1962

Investigation of the use of Radioisotopes for Extremely
High Altutude Measurement

Giannini Controls Corporation

FDL-TDR-64-29 1 February 1964

X-Ray Air Density Determination
Giannini Controls Corporation
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APPENDIX 1
STRUCTURAL AND ENVIRONMENTAL

DESIGN REQUIREMENTS



The following structural and environmental design require-
ments are abstracted from a NASA-Langley memorandum for Mr. Henry
G. Reichle, Jr. - IRD, Sensor Development by Joseph D. Pride, Jr. -
i FVSD dated January 28, 1963.

"Subject: Critical Design Load Conditions for Nike-Cajun
Internal Payload Structure

1. The enclosure contains the information necessary for
the contractor to initiate design of the Nike-Cajun internal
payload structure. The following load conditions have been
investigated and are considered the critical design conditions:

a. Launcher condition - 200# man on nose tip + 1'"G"
weight distribution.

b. Flight condition - maximum dynamic pressure (q =
11,300#/£ft“) + transverse '"G'" - Nike burnout.

c. Flight condition - maximum longitudinal acceleration
+ transverse "G'" - Cajun burnout.

' 2. The payload airframe structure must be designed to obtain

. positive margins of safety for design yield loads and design
ultimate loads including applicable temperature effects. The
following applies:

a. Design Limit Load = anticipated load on structure

b. Design Yield Load = 1.15 X design limit load

c. Design Ultimate Load = 1.50 X design limit load

3. Failure under combined loading shall be investigated con-
sidering the case of bending and compression where the following
form shall apply:

. Fp Fe Ref. MIL-Hdbk. 5
March 1959




f;, = maximum bending stress, including effects of secondary
rupture

Fb = bending modulus of rupture or secondary crippling

effects
fc = axial compressive stress
FC = allowable compressive stress

In no case shall the axial compressive stress, f
allowable, F,, for a simple columm.

c» ©exceed the

4. A recommended flight acceptance test schedule for
vibration and shock is as follows:

a, Vibration

Sinusoidal
Frequency Acceleration
range Sweep rate amplitude
Axis cps octaves/min. g vector
Thrust 20-2000 4 5
Transverse 20-200 4 2
(one axis)
Transverse 200-2000 4 3
(one axis)
Random
. Frequency psa Acceleration
Axis bandwidth gz/cps amplitude
g rms
Thrust 20-2000 0.05 10
Transverse 20-2000 0.025 5

(one axis)
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‘ b. Records - During the sinusoidal tests, the structure
should be instrumented with accelerometers to monitor response
and determine major resonant frequencies. All major structural
resonances should be determined and recorded.

c. Shock - Along the positive thrust axis:

One shock at 50 g peak amplitude, half sine wave
pulse shape, 8 milliseconds duration.

One shock at 30 g peak amplitude, half sine wave
pulse shape, 15 milliseconds duration.

5. The internal payload structure is considered a body fixed
at the Cajun headcap and cantilevered forward. The basic design
ground-rules for the internal payload structure is as follows:

a. Transverse steady state "G" = 3.0, (Ref: Flight
Data from TN-D-1699).

11t de A
uscalili Nics

a e 11
and in combination wi

=
et
)]

t atoX = 8° (at Nike burnout)
h 3.0 "G" transverse loading.

c. Shall be designed for longitudinal acceleration of
60 "G" and in combination with a and b above.

d. Shall be designed for a ground handling condition
of a 200# man plus 1 "G" weight distribution."

These load requirements are summarized in Figures I-1 and
I-2.
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APPENDIX II
GAMMA SCATTERING

CLASSICAL THEORY



Gamma Scattering, Gamma radiation is electromagnetic
radiation of short wave length (~ 10~2 A) emitted by nuclei
in the course of radioactive decay. Radioisotopes emit gamma
radiation in one or more lines of homogeneous energy. Common
gamma radioisotopes emit gammas at characteristic energies of a
few Kev to several Mev.

The scattering of gamma radiation is predominately from
the electrons of a material. It is most easily described by
Thompson's classical theory relating the fraction of energy
scattered by an electron as:

2
dg e _ e4 (L + cos 8) 9
d -~ 32 “ €,° M C) (1)
Where:
d9e - fraction of incident energy scattered per
d -~ electron into unit solid angle, d ~, at angle
GO
e = electronic charge
M = electron mass

velocity of light.

Equation 1 is valid for very low energy gammas where the electron
acquires no energy. This may mot be the case, however, and
equation 1 must be modified in accordance with the Klein and
Nishina equations which give

4 2 2
d9 e = - S - 1 2 = ‘vers<o
ag-€ = y 77 1l + cos 0 + —V—m————
d ~ 32 €, (M C) 1 +ot vers 9)2( 1 +oxvers@

(2)
where: ( = ratio of gamma energy to the energy equivalent
of electron mass, hv
: M,C

Equation 2 is plotted for various incident gamma energies in
Figure II-1.
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Notice that for low energy gammas the probability of an
interaction resulting in a gamma backscattered, (scattered
through 180°) is almost as high as for forward scattering.

For a density measurement in which the majority of information
results from the backscattered radiation, it is desirable to
use a source of low energy gammas,

Figure TI-2 illustrates the amount of energy retained by
the gamma photon as a function of scattering angle and initial
energy of the incident radiation. It is the low energy incident
photons that tend to retain a large portion of their initial
energy when scattered through large angles. 100 Kev photons
retain about 70% of their initial energy when scattered through
a 180° angle while 1 Mev photon only retain about 20% of their
initial energy.

To show the variation of scattering with density, equation
2 must be multiplied by the number of electron per unit volume
of air at density .

ar =M paTe (3)
where,
N = Avagadros number
Z = Atomic number of scattering medium.
A = Atomic weight of scattering medium.
/© = Density of scattering medium.

Equation 2 can be applied to the particular geometry considered
and the number of photon scattered into a detector predicted.
Referring to Figure II-3 showing the scattering geometry

. = X
(x;\D'-T-_rz) 1/2 *)
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where
AD = detector area
X = distance from source to the particular
scattering center dx
r = source to detector separation
also:
© = 7 - tan LI (5)
Combining equations (2), (3), (4), and (5) and letting
K = e4 NZ o
3277 € ZM CH“A (6)
2 2.2
- _ Koy [ x/r 12 L) (1 4 coeq Svers<e
dx kl + vers 9} \~ " 77 1 +avers

= (it

The contents of the first brace relate the differential
return to the range to the scattering center; the contents of
the second brace relate the differential return to the angular
dependence of scattering. The angular dependence of this equation
is plotted as a function of x/r in Figure I1I-4 for 100 Kev incident
photons. Also plotted are the angular dependence curves for
Thompson's classical theory, equation 1, and for the assumption
that there is an equal probability of scattering occuring in any
direction., The Klein and Nishina angular dependence for this
particular geometry can be very simply approximated by the constant
1/2 reducing the complexity of equation 7 significantly to:

do _  2KoA /t
T E ] mf {mf e
r

Integration of equation 8 through x from zero to infinity yields:

o = KeAD (9)
r
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Rewriting equation 6 and evaluating K

NZ 2 e
K= 3247 %€ "M ¢ ” (10)
23
where, N = 6,03 x 10 ~ molecules per gram mole

22 = 7 for air (Nitrogen)
e = 4,8 x 10"10 statcoulombs

A = 14 for air (Nitrogen)

60 = 1 statcoulombsz/dyne cmz

A
= 9,108 x 10°%® grams

C = 2.998 x 1020 cm/sec.

Thus, K=1.2 x 10“2 cmz/gram

It is interesting to note that this value is very close to the
scattering cross section of air as computed from the Klein and
Nishina formula integrated over 47 rather than the particular
geometrg considered. For 100 Kev photons the cross. section is
0.13 cm“/gm., Dividing this by 47 to get the probability of
scattsring interaction into a unit solid angle gives 0.13 = 1,03
x 107“ cm®/gm which is very close to the value of K, E.Z x 10-2
cm“/gm. The consequence of this is that for the geometry considered
the simple approximation using the equal angular probability
assumption along with the total probability of a scattering event
occurring results in an expression very close to one derived
taking the angular distribution into account.

It is also interesting to note that for most gases the ratio
of atomic number to atomic weight, x> is close to the constant 1/2.
Referring to equation 6 it is seen, therefore, that K is independent
of the constituents of the gas. This scattering technique thén
gives a true measure of the gas density even through regions of
variable composition. '
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APPENDIX III
PAYLOAD FLIGHT READINESS

TEST DATA



|
. The following vibration and shock test data are abstracted
from a NASA-Langley memorandum for RQCS files by Harold E. Poole

dated November 29, 1963.

. ""Subject: Report of Flight Assurance Vibration and Shock

Tests of the Air Density Sensor Payload, November
15, 1963

Summary

The Air Density Sensor Payload was subjected to flight
assurance vibration and shock tests approximately equivalent
to one flight. For the vibration tests accelerometers were
mounted on the payload in order to determine transmissibility.
However, due to noise from the payload transmitter, no
acceleration data were taken while the transmitter was operating.
A one "g" test was made with the telemetry system off in order
to obtain enough data for a transmissibility plot. The highest
transmissibility noted was 28.8 at 420 cps from an accelerometer
mounted on the tip of the nose cone in the direction of force.
The accelerometers were removed to reduce the noise level
‘ which was interferring with the shaker control system. The

shock test was monitored to determine the input to the base
of the payload. The shock input averaged 30g for 12 milli-
seconds.

At the completion of the tests, no visible evidence of
failure was found. Telemetry performance monitoring was
carried out by the personnel of the Telemeter Instrument
Section and Giannini Controls. The project manager, Mr. Henry
Reichle, stated that all systems performed satisfactorily
before, during, and after the tests. Performance data taken
during the test program are available from Mr. Reichle.

Introduction

The purpose of the Air Density Sensor flight is to deter-
mine the feasibility of utilizing backscattered X-rays to
measure atmospheric density.

The payload consists of a radioactive source, shielding,

scintillation counters, and telemetry apparatus. The vehicle
will be a Nike-Apache boost system.
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A prototype payload, with dummy instruments, was
qualified at 150 percent of expected flight levels and
twice the duration. Specific flight components were
flight assurance tested at 100 percent of expected flight
levels.

The flight payload, with all flight components (except
the radioactive source), was then vibration and shock tested
to levels that represent 100 percent of expected flight
conditions. The conditions are caused mainly by the Nike
(M5-E1) boost phase. Data indicate that there are no
significant vibrations transmitted to the payload during
the Apache boost. The specifications for the flight
assurance tests were written from data taken from the
""NIKE-APACHE PERFORMANCE HANDBOOK" published by GSFC.

Test Conclusions

From the test data it may be concluded that the Air
Density Sensor payload passed the flight assurance vibra-
tion and shock tests without failure or malfunction of the
test specimen.

I111-2
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APPENDIX 1V

FLIGHT DATA



Darve TEST DATA A PAGK y or 6

SUBJECY
orERATOR 12/17/63 AIR DENSITY SENSOR ADS-102|rser wo.
ORIGINAL 1 SECOND DATA

ASST.OPER SPEC. NO.
DEnam

i ELAPSED
- TIME

/9 472 8.3 |37. 5
20 - 295 | 378 |370

2/ . 366 41,2 |49.5
22 34F (42,7 |4/ 7

23 FA/ 440 (43 3
24 330 457|448
28 272 | 47.7 |4¢.58
2€ 27 | 50.7 |99 3
27 2/5¢ /96 |54.0 |52 3%
28 2274 /98 |57.8 |57
29 2200 /130 |62.2 |60.0
30 /1729 /04 €71 |64+.¢6
3/ 1657 /93 7.7 |67.5
72 13/2 v6 | 76.7 |74 .3
33 /7/70/ &/ .4 179.0
14 02 | 732 6./ |¥3.7
35 732 E€ | 90.7 18%5.3

REMARKS:

CGiannini

GCC-1r-4



Name

Dave

OPERATOR

susJacry

ASST.OPER

ORIGINAL 1 SECOND DATA

TEST DATA A race D
12/17/p3 AIR DENSITY SENSOR ADS-102]rser wo.

or A

SPEC. NO.

DATA:

ELAPSED CH. CH. CH. ALT, ALT,
TIME E C 14 [k FT. |K FT.
SEC

324 6 74 §2 94,7 | 72.7
37 S4/ 6T 77.2 (97.0
78 472 7 103.8 |101.5
39 G20 2 |)og 3 |106.0
40 J6& 46 | //2,7 110,85
4/ 307 45 7.1 (14.9
42 275 49 /RS |1t7.3
42 279 q/ /12858 |/123.6
44 28/ 34 /30,0 (1277
45 232 3¢ /34.4 132.2
4¢ z2/0 22 /356 |136.5 |
97 292 3.2 /4R & |140.7
42 /1§ & 22 /470 ||44.F
47 185 20 /1512 [149.1
50 /74 30 /155.3 |153. 2
5/ /78 25 159311573
52 /70 28 |/63.4(16/.3
53 177 26 /€74 165 4
54 /156 39 17041167 4
35 /55 29 /75.31173.3
$€ /54 35 /77.R|177.2
57 15/ 2¢ /83,11 18/./
se /67 ¢ |/s70|185.0
s7 /98 32 /70,8 |12%.9
o /57 a7 /174.6 |1972.7
<l /154 70 /7935 1176. 4
§2 /IS7 | /13 / 2oz 0|zo0. |
3 /F4e | /17 / R2085.7|203. 8
4+ /158 | 104 / 20742075
REMARKS:

GCC-1r-4

CGiannini




ASST.OPER
T O MR

NAME

Dave

OPERATOR

sUBJECT

TEST DATA A

12/17/63 AIR DENSITY SENSOR ADS-102 yeer wo.
ORIGINAL 1 SECOND DATA

PAGE 3 or 6

2

SPRC. NO.

R acc-ir-a
Wp wd o . -

! DATA: '

ELAPSED CH, CH, CH, ALT, ALT,
TIME E | C 14 |K FT. | K FT.
SEC
(s /4LE | )2 / 2120 |211.2
€¢ 152 /05 / RI66 |214.%
£7 /& /0% / RR0.3 | 218 4
5% /5¢ /175 b} 2237 [2R2.0
24 127 | 104 | 2RP7E 225.4
70 I8 | 108 / R30.7 |228.9
7/ /156 | /O / R34.2 |232.4
72 /53 | /93 / 2376 |225 .7

2 /43 | Jogf / 2409 |237.2
74 /7 | /113 / Rd4.3242,6
75 /4! /3 / 2476 |245.9
7¢ /34 117 o 250.F (2492
77 /44 717 / S84 2 |252.5
7 /52 "a / 2574 |256.8
77 /42 120 / 2606 |259.0
g0 /41 | 107 / 2672,7 1262 .
&/ /47 | J04 / 266.9 |265.3
€2 /9E& | J07 / 270.0 (265 .4
53 Yo {o; /106 / 2770|127/ 5
ey / 34 /08 J Z276./ |274. S
5¢ /92 /a7 / 277/ |277 6
&6 /4O /77 / 282, 25806
¥7 /37 /02 ] 285.0 282 5
& /59 | 105 | 2877 |25¢. 4
&t /48 /03 / 2908 297.3
70 /27 | /05 | .0 2937 |292.2
g/ /47 /07 / 276.5 (2951
72 134 | /0 / 277.3|277.9
73 /4/ /07 / JoLO|300.6

REMARKS:

@iannini



Name

Dare

OPERATOR

| AssT.OPER
e flaldn

suBJECTY

TEST DATA A

12/17/63 AIR DENSITY SENSOR ADS~102 |reer wo.
ORIGINAL 1 SECOND DATA

rags 4 or §

SPRC. NO,

DATA:

ELAPSED CH. | CH, H, ALT, | ALT,
TIME E c 14 |K FT.| K FT.
SEC
26& /47 /17 / 3.4
(9 /32 108 / 308.2 |2/0.1/
270 oy /77 / 306,/ |307.5
azl /33 /10 / 2034 304.8
272 /38 //0 / 200.6 |3020
273 /42 | 10/ / 2778 [297. 2
274 /57 | /0% /{2950 (296 4
275 /45 /77 / 2722 |273.6
276 /34 /10€ o |z28273 |270.7
277 /46 | o/ [ |z56.4 (297 §F
278 190 | J0S i 2ET 4 284.F
279 /40 | 105 / 280.5 1281 9
260 /93 | r9¢6 /I |k77.8 (2790
a&! /46 /06 / 274.4 12759
122 145 | 1o/ 0 2714 (272.9
283 /47 | /95 / 26$.3 |267 &
254 /4S5 | //3 3 2652 |266.7
255 134 | j02 ! 2620|2636
26€ /42 | /o% | | |zse® (2604
287 /36 | /03 / 2556 |257.2
28§ /4S5 | Jo8 / 252.3 |253.9
289 /L8 | /196 /| 4790|2506
279 /94 | 19¢€ | 1t |e4s7|247.3
291 /124 | 10€ ! | 24924 (2440
272 /#3 | fo7 /I |2370 |240.7
273 /38 | 112 / 2385 61237.3
27 ¢ /38 | /27 0  |ezez2|z232.9
275 /48 | /1o O |]R8.7 |2304|

REMARKS:

N acc-ir.s
Ulnec e o ant )

@iannini




Dars TEST DATA A page 5 or 6

SUBJECT

oreraTor 12/17/63 AIR DENSITY SENSOR ADS-102|resr wo.
cenromc ORIGINAL 1 SECOND DATA e no,
ELAPSED
TIME
SEC
R7€ /54 | /e I___|225.2 |226.7|
297 /6/ /06 / 221.7 |223.4
_29%s /38 | y07 / 2181 |2197.9
2797 /4 | ro0® / R214.6 |216.3
209 /38 | /27 "/ 210,97 (212,
30/ /53 /2 / 207.3\20%./
202 | 162 | j22 / 2034|205, 3
203 /57 | 179 / /777|201 6
204 /48 | /23 / 196.2 1192,/
205 /$2 | /22 / 1724 (174.2
30 /57 | /7 0 /286 (170.5
307 /77 | /23 / /548 1)86.7
708 /5S4 | /39 ] /81,0 (182.9
209 /56 | 135 | /1771 |}79.0
3/0 /5% /3¢ { /732 |175./
2/ /72 | /32 g (672 (177 2
3/2 /75 | 12¢ v, /653 (/67 2
7’32 /¢33 /44 / /64 11633
7/4 /#2 | /54 / /S74 1574
35 /56 | /72 J /534 1/55.4
3/¢€ /83 | /66 2 /47.3115/. 3
217 273 | /¥4 ) /9352 (147 2
3/8 208 | 205 | 2 /412 /43 2
2/7 227 | 237 | a |/zz0()29.7
309 - 227 | 273 2. /7271349
S217. 23/ | 25¢ 2 |J2g&|/70.&
222 255 | 293 3 /R4.61126.7
323 27 | 7as 3 /IR0, 4 /22,6
324 300 | 49¢ 3 /6.7 11182
REMARKS:

/

| .‘ @iannini

GCC-1r-q



TEST DATA A rnox 6

Darx

suUl J CY
2/].7/ 3 AIR DENSITY SENSOR ADS-102 |vzsr wo.
ORIGINAL 1 SECOND DATA

OPERATOR

SPEC. NO.

ASST.OPER

337 /658 2?24 0.6 g7 0
328 43 537 |s5£2./
339 52 sS85 |<2.¢
340 64

34/ 123

REMARKS:

/

/
(@ﬁannhﬁ




Naug

Dars

OPERATOR

ASST OPER

suUBJECY

2/17/63 AIR DENSITY SENSOR ADS-102

TEST DATA B

1 SECOND DATA LESS BG.

PAGE

TYEST NO.

1,6

SPEC. NO.

DATA:
ELAPSED | DET. | DET, | DET, | DET. | DET.| DET. | ALT. | DET,
TIME
2 1 1 2 1 1 1 +2
SEC -570 | =440 '-440 |K FT
}v4 .
7 /% 5
/0 20.&
/7 22.7
12 250
/3 270
/4 289
/5 FOE
/6 223
/7 7.2
/5 5.9
17 775
0 270
24 40,5
22 2/ 9
23 423
24 44§
25 446 &
26 4932
27 5620 SO5 0 52.3
2 1076 ] $526 £S89
29 &0 0 ¥230 cos
30 7716 701 6 64.6
2l 6C2y% £05 § 6§95
32 $249 467 ¢ 74 2
2 4404 3% 34 770
4 J360°% 303 & 37
35 A92¢ 235§ F5 2
REMARKS: o

| occ-ir-a

/

(@ﬁannhﬁ




Darx TEST DATA B

susJECT

oPErATOR 12/17/63 AIR DENSITY SENSOR ADS-102|rusr wo.
| coaroren 1 SECOND DATA LESS BG.
DATA:
ELAPSED
TIME
SEC
36 2774 2206 927
37 . 21€4 /574 ‘ 270
28 AR RS 13/ ¢ /015
77 1650 . /// 0 )OC O
40 /472 700 170 s
4/ (235 £S¢ /19,7
42 /700 530 /1773
472 A S4¢ 236
14 /004 474 /279
45 72¢€ 25¢% /1322
4¢ £ 40 _ 270 : /365
47 ‘ 2o [ 707
45 742 /7 2 P
99 740 / 70 /79./
50 696 /26 /572
Ky 7/2 |4 2 /573
52 6 %0 ) Pk
53 & &4 /! 4 1654
sS4 624 749 /C9.4
K £20 70 /73.3
5€ /¢ 96 /772
s7 co+ 74 /5. /
Sy &7 ¢ JOé /850
s7 £92 ' 22 /88 ¢
(o €15 S E _ /72,7
61 € /€ | 46 /7¢. 4
€2 £25| 432 s | 22 - Z00, [
£7 STz 444 22 | /4. 203, &
| ¢+ €32(4/6 €2 |- /14 2075
REMARKS:

/

@annini

GCC-1r-4




TEST DATA pace 3 or 6

SUBJRCT

orraYOR 2/17/63 AIR DENSITY SENSOR ADS-102 |Tesrwo.
1 SECOND DATA LESS BG.

ASST.OPER SPEC. NO.

43 2
4 ¢
4324
424
4 22
43¢
47¢
412
4 20
412
4 20
925
440
42

569 4399

GCC-1r-4




e TEST DATA B race_ 4

svsJECcY

orERATOR 12/17/63 AIR DENSITY SENSOR ADS-102 |Tusr no.
asstoren] 1 SECOND DATA LESS BG. arac. WO,
ELAPSED
TIME
SEC
268 5761 46& | 572 26 35 4
267 . S25 | 932 | 572 |-42 2 319/
270 S76 1 4¢R8 | s2 6 .| 38 . 3075
27/ J22| 790 [s12 |-2%, /0 04, 8
272 J44 | 240 | 512 |-26. 10 702.0
273 SC& | 904 | <1 -2 | Z2¢ . 279 2
274 c36| 4722 <2 §6 .| 2 29¢.4
275 SCO| 994 572 10 /<4 292 ¢
27¢ 526|429 o |-34 [-¢ 2707
277 Sed | t24 | 5/2 | 14 -26..| . 287.8
27¢ SE€C0| 420 542 | -/0(-/0 2849
279 S€0| 4320 512 [—/0.--/0 2517
2§0 572 2 2 .| < 2790
2g 1 SPL | F 24| 572 /4. |—6 27259
282 SFo | 404 © /0 | -2¢ 2727
2832 Sgs | 420|512 /1€ v |-/0 2€69.¢§
284 S50 | 4521536 /0 22 266 7
2§85 S2C | 40F | 572 |-34 |-22 263 €
2%€ S8 q16| 572 -2 |-/« 26904
257 S441a/2 | 512 | -26. —-/8 2572
8% SF80 | 432 | $2 /0, | 2 25329
289 572 S/2 | 22| © |250.6
290 76 | 572 & O 9473
29/ 476 |42 24 12 |=-74 |- &g 244.0
292 ST72(4 28| 5)2 2 vi-2 - |240.7
293 SS52144¢% |s5/72 [-r8 | /8 23723
274 SS215/6 O |-/® | ¢ | 232.9
298 £72 9240 o 22 | /0 7304
REMARKS:

w1292 856
s6q.6 #3258 9352

2)1lz 5 ¢ 2654
56923 4328

@ianh'ini

acc-1r-4




Darge

OPERATOR

2/17/6

ASST. OPER

DATA:

TEST DATA B ragr 5 or

SUBJECT
3 AIR DENSITY SENSOR ADS-102 |resrwo.
1 SECOND DATA LESS BG.

SPRC. NO.

ELAPSED
TIME

SEC

276

277

298

297

Zo0

20/

Fo2

703

Fledin

g0¢%

306

707

- 3O0®

209

3/0

?//

3/2

3/3

3/4

/5

3/6

317

2T

3/7

220

32/

322

REMARKS:

acc-ir-4

/

| CGiannini




TEST DATA B raae 6 or 6
SUBJECT -

oPERATOR 12/17/63 AIR DENSITY SENSOR ADS-102 |resr no.
1 SECOND DATA LESS BG.

Dare

ASST.OPER

DATA:

ELAPSED
- TIME

SEC

335 204 §
224 o4&
327 2560
224 2072
229 PSES
330 A2 ¢
27/ $120
332 6'6'5'0
33232 7170
324 ' 97320
328 /259
336 IFESC
327 (17400
33y 22000
379 126608
740 |32500

REMARKS:

/

(33hannﬁni




Namg Dare

OPERATOR

suBJECT

LASST.OPER

TEST DATA

10 SECOND DATA LESS BG.,

c PFAGK 1

or D

12/17/163 AIR DENSITY SENSOR ADS-102|rasr wo.

SPEC. NO.

DATA:
ELAPSED DET. | DET, LET, | ALT. ALT, DET,
TIME 2 1 1
KFT.|K FT. [1 + 2
7& 532774 747 | 695
37 4753 77 3 74.3
2§ F02330 103 & 770
79 I3Z/0 198,32 | ©3.7
40 27004 12,7 | ¢%.3
41 2/€ 77 nz2tl | 947
2 1 754¢ 1218 | 99,2
43 /4252 /1258 | 1038
44 /11654 /39,1 1083
45 T574 134. 4 | 1,2.7
46 771& 128.6 | 117/
47 §374 /92,8 | (215 A
47 S249% /970 | 125 €
49 43208 1s1.2 | 130/
Sso 35324 /553 | 1244
£/ zo0/¢ 1$9.3 | /35.€
52 2578 /163 4 | 142 &
5 2/66 1€7.4 | /47,0
54 /826 1714 1572
5s VR d 175.4 | 1§53
56 /1234 179.2 /59,2
57 /078 /83,1 (1€ 4
5 /032 /870 | (674
57 g&4 /90,8 | 1714
€0 Fle 194.6 |175.3
'Y 720 /78.3 11792
§2 6 2020 | %31
€3 §7€ 2057 | 1670 .
¢ SI 2094 | 190.8
REMARKS:

GCC-1r-4

CGiannini




TEST DATA C raoe_ 2 or 5

Darx

sUuBJRCT

oremaTOR 12/17/43 AIR DENSITY SENSOR ADS-102 {,eer wo.
10 SECOND DATA LESS BG.

ASST.OPER SPRC. NO.

} DATA:

ELAPSED
TIME

. -

(4%
oc.
&7
o
9

7/

77 /172 12 |oxad 202376
78 /4 € /110|257, 4 |2490.7
79 /RE& 174 |2¢0.6 (244.3
Ko 124 174 (2637 |2497 ¢
=/ F 5 160 |z g |2509
w2 £ & 1§4 | z70 |254.2
52 & 112 | 273 (2574
&4 72 172 | »76.1 |2€0.¢€
&5 76 &6 {2791 |R€62.7
£4 /@ 156 |[z7582./ |2¢6.9
£7 ¥ 4 92 |zss.0 (270

&5 /52 6+ |gs7.7 (273

§7 /€O -4 (2908 |z27¢./
70 20 26 12937 279/
7/ 7 2. —/4 |296.5|z252.1
7.2 ge | “to |297. 3| 285

?3 2¢ | -6 |F0g0 |2877

REMARKS:

@annini

§ OCC-ir-q
4



Dare TEST DATA C

SUBJECT

orPERATOR 12/17/63 AIR DENSITY SENSOR ADS-102/|resr no.
ASST.OPER 10 SECOND DATA LESS BG.

ELAPSED
TIME

REMARKS:

< i. ini
(LR R b



| oare TEST DATA C rac
‘ susJECcY
| 2/17/43  AIR DENSITY SENSOR ADS-104resr o,
| ‘ 10 SECOND DATA LESS BG.
SPEC. NO.
v
7202 216 | 254 /9.9 | 504
Fod 25€ | z¢0 216.3 | 520
208 272 | 308 212,7 | 50
30€ 372 | 30/ 209/ | €73
707 4449 | 269 205,32 | 83
i 30§ S08 | 4717 2016 |/008
. 709 540 | 7085 198,1 |)247
- 3/0 §20 | 765 194.3 | )28 %
37/ 730 S45 /90,5 | /54K
312 752 | 707 1§€.7 | J6C/
3/32 7€% | /007 1827 | 1777
F/4 Fo 1133 /79.¢€ |\ 2027
K 1090 | 1333 1751 (2373
3/¢ 11326 | 1553|404 171.2 (2659
27 1?70 | )797 | 4404 16§72 |29%7
21 1379+ | 2061 | 4404 1633 | 2955 |
3/7 [CE6 | 2377 (4916 /574 | 4063
320 /762 | 2765 | 5428 1SS 4L 4727
32/ 2/94 | 32¢1 (49976 15,2 |S¢55
722 2774 | 928/ | 5428 | /972 |705 5
322 2/70 |socos| 452 /43.2 |81 9 5
. Jae 3662|6351 | 7476 /139./ (0043
REMARKS:

QBCC-1r-4

(Giannini




OPERATOR

susJECT

12/17463 AIR DENSITY SENSOR ADS-102

' ‘ ASST.OPER

10 SECOND DATA LESS BG.

TEST DATA C

PAGE 5 or 5

TEST NO.

SPEC, NO,

ELAPSED
TIME

325

| 32¢

Fa7

228

| 229

330

33/

732

3233

734

3z 5

-,

SS56

27
® e

239

340

34/

REMARKS:

QCC-1r-4

<Giannini




